
Description
• 2-cylinder
• 2-stroke liquid cooled engine with rotary 
  valve intake
• dual electronic ignition
• integrated water pump and thermostat
• exhaust system
• carburetors

Facts
Over 30.000 units of this popular Rotax 2-stroke 
engine have been sold. This engine type is well 
regarded for its easy maintenance and robust-
ness.

Version Performance Torque max RPM

kW ft. lb. 1/min Nm ft. lb. 1/min 1/min

582 Mod. 99 48 65 6500 75 55.3 6000 6800

weight kg lb

engine 29.1 64.0

2 carburetors 1.8 4.0

exhaust system 5.1 11.2

electric starter 3.5 7.7

propeller speed reduction unit  “B“ / i = 2.58 4.5 9.9

propeller speed reduction unit  “C“ / i = 2.62/3.0/3.47/4.0 8.0 17.6

propeller speed reduction unit  “E“ / i = 2.62/3.0/3.47/4.0 11.2 24.7

engine data

AIRCRAFT ENGINES
ENGINE TYPE 582 | 65 hp (UL)

bore stroke displacement

76 mm 2.99 in 64 mm 2.52 in 580 cm3   35.4 cu. in.

Fuel 2 SUPER Stroke - Motoroil Mixing Ratio

min. MON 83 RON 91* 
min. AKI 87* API-TC-Classification 1:50 

or optional with fresh oil pump

* leaded, unleaded, AVGAS 100LL or Ethanol 10

picture: 582 with options
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This engine is for use in experimental and ultralight uncertified aircraft only and only in circumstances in which an engine failure will not compromise safety. 
Before operating the engine read operator‘s manual. Information is available from your local authorized ROTAX®-distributor.

BRP-Powertrain GmbH & Co. KG. BRP-Powertrain GmbH & Co. KG reserves the right at anytime to discontinue or change specifications, prices, designs, features, models or 
equipment without incurring obligation. Engine performance may vary depending on, among other things, general conditions, ambient temperature and altitude.
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